
 (F.F. = 428.17') 0'-0"

SCALE:
1

A4.0 3" = 1'-0"

COVER FLASHING W/ REGLET BY
ROOFING MANUFACTURER

"J" CLOSURE BY ROOFING
MANUFACTURER

CLOSURE LEG BY ROOFING
MANUFACTURER

SEALANT, TYP.

METAL ROOFING
PANEL, SEE SPECS

MOISTURE BARRIER

1 12" RIGID INSULATION,
TYP.
1 12" METAL DECKING

PREFABRICATED,
PREENGINEERED METAL
TRUSSES @ 24" O.C.

FACE BRICK
VENEER

MOISTURE
BARRIER

RIGID
INSULATION, TYP.

BITUMINOUS
WATERPROOF
COATING @
EXTERIOR FACE
OF CMU WALL

8x8x16 CMU W/
HORIZ. REINF. /
MASONRY WALL
TIES @ 16" O.C.
VERT.

SCALE:
3

A4.0
DETAIL

3" = 1'-0"

14'-0"
B.O. CONC. LINTEL

FACE BRICK
VENEER TYPICAL

RIGID INSULATION
TYP. SEE SPECS

MOISTURE BARRIER

8x8x16 CMU W/
HORIZ. REINF. /
MASONRY WALL
TIES @ 16" O.C.
VERTICAL

MORTAR NETTING
TYPICAL

THRU WALL
FLASHING

WEEPS @ 32" O.C.
HORIZ. TYPICAL
@ EXTERIOR

BRICK SOLDIER
@ LINTEL SEE
ELEVATIONS

GROUT FILL TYP

STEEL ANGLE
SEE SPECS

REINF. CONC. LINTEL SEE
STRUCTURAL FOR SIZE &
REINF.

SCALE:
2

A4.0 3" = 1'-0"

PREFINISHED ALUMINUM COPING
W/ CONT. LOCK CLEAT TYP.

CONTINUE MEMBRANE UP
& OVER PARAPET
TYPICAL

BUILT UP
ROOFING SEE
SPECS
2x6 P.T. WOOD
BLOCKING AS
REQUIRED
TAPERED
INSUL. SEE
SPECS
1 12" METAL
DECKING
(PAINTED)

3x3x1
4" CONT. STEEL

ANGLE

STEEL BAR JOIST
SEE STRUCTURAL

GROUT FILL AROUND JOIST
SEAT TYPICAL

STEEL WELD PLATE SEE
STRUCTURAL

"Z" CLIP TYPICAL

2x- P.T. WOOD
BLOCKING

3
4" EXT. GRADE

PLYWOOD

FACE BRICK
VENEER

RIGID INSULATION,
TYP.

BITUMINOUS
WATERPROOF
COATING ON
EXTERIOR FACE
OF CMU WALL

MOISTURE
BARRIER, TYP.

18'-0"
JOIST BEARING

CUT BLOCK AS
REQUIRED FOR
JOIST SEAT

8x8x16" CMU W/
HORIZ. REINF. @
16" O.C. VERTICAL
W/ CONC.

B.U. ROOF SYSTEM
OVER TAPERED RIGID
INSULATION TYPICAL
1 12" METAL DECKING,
TYP.

1 12" METAL
DECKING, TYP.

STEEL BAR
JOIST SEE
STRUCTURAL
PAINT ALL
EXPOSED
STRUCTURE
TYPICAL

PAINTED 8x8x16
CMU W/ HORIZ.
REINF BRICK
TIES @ 16" O.C.
VERT. TYP.

EPOXY PAINTED
CMU BEYOND

FIRE
BAY
101

8" CONC. SLAB
REINF. W/
6x6x10

10  WWF
ON MIN. 6 MIL.
VAPOR
BARRIER &
POROUS FILL

EXPANSION
MATERIAL,
TYP.

8x8x16 CMU W/ HORIZ. REINF.
@ 16" O.C. VERT MAX. FILL
CELLS W/ CONC. TYP.

A4.0

2

PREFINISHED
ALUMINUM
COPING W/ CONT.
LOCK CLEAT TYP.

2x- P.T. WOOD
BLOCKING, TYP.

STEEL WELD
PLATE W/ A.B. SEE
STRUCTURAL

PRECAST CONC.
LINTEL BLOCK W/
#5 CONT. FILLED
W/ CONC.

BRICK SOLDIER
COURSE
ACCENT SEE
ELEVATIONS

FACE BRICK
VENEER TYP.
SEE SPECS

BITUMINOUS
WATERPROOF
COATING ON
EXTERIOR FACE
OF CMU TYPICAL

BRICK SOLDIER
COURSE
ACCENT SEE
ELEVATIONS

1 12" RIGID
INSULATION
TYPICAL SEE
SPECS

MOISTURE
BARRIER TYP
SEE SPECS

THRU-WALL
FLASHING TYP.

WEEPS @ 32" O.C.
MAX

6x8x16" CMU W/
HORIZ. REINF. @
16" O.C. VERT
MAX. FILL CELLS
W/ CONC. TYP.

CONCRETE
FOOTING SEE
STRUCTURAL
FOR SIZE &
REINF.

SCALE:
B

A4.0
WALL SECTION

3/4" = 1'-0"

+428.17
F.F. FIRE BAY

+18'-0"
JOIST BEARING

+19'-0"
T.O. MASONRY

4'
-8

"
10

'-0
"

3'
-2

"

+428.17
F.F. FIRE BAY

+18'-0"
JOIST BEARING

+19'-0"
T.O. MASONRY

+14'-0"
B.O. CONC. LINTEL

A4.0

2

A4.0

3

PAINTED
EXPOSED 1 12"
METAL DECK

PAINTED 8x8x16"
CMU W/ HORIZ.
REINF. @
16" O.C. TYP.

C.I.P. REINF. CONC.
LINTEL W/ RUBBED FINISH
SEE STRUCTURAL FOR
REINF.

METAL DOOR TRACK
BY OVERHEAD DOOR
MANUF.

ALUMINUM/ GLASS
OVERHEAD DOOR SEE
SPECS

CMU PILASTER
BEYOND

8" CONC. SLAB
REINF. W/ 6x6 10

10
WWF ON MIN. 6 MIL
VAPOR BARRIER &
POROUS FILL

8x8x16" CMU W/ HORIZ.
REINF. @ 16" O.C. VERT.
MAX. FILL CELLS W/ CONC.
TYP.

PREFINISHED
ALUMINUM
COPING W/ LOCK
CLEAT TYPICAL

2x- P.T. WOOD
BLOCKING

FACE BRICK
VENEER, TYP

PRECAST CONC.
LINTEL BLOCK W/
CONT. #5 FILLED
W/ CONC.
BITUMINOUS
WATERPROOF
COATING ON
EXTERIOR FACE
OF CMU WALL
TYP.

1 12" RIGID
INSULATION SEE
SPECS
MOISTURE
BARRIER. SEE
SPECS

BRICK SOLDIER
COURSE SEE ELEV.

FACE BRICK
RETURN @ JAMB
TYPICAL

BRICK SOLDIER
COURSE SEE ELEV.

EXPANSION
MATERIAL, TYPSLOPE

CONC.

+428.00
F.F. @ DRIVE

REINF. CONC.
DRIVE SEE CIVIL

6x8x16" CMU W/
HORIZ REINF. @
16" O.C. VERT.
FILL CELLS W/
CONC.

CONCRETE
FOOTING SEE
STRUCTURAL
FOR SIZE &
REINF.

SCALE:
C

A4.0 3/4" = 1'-0"

14
'-0

"
4'

-0
"

1'
-0

"

SCALE:
D

A4.0
WALL SECTION

3/4" = 1'-0"

A4.0

2

PREFINISHED ALUMINUM COPING
W/ LOCK CLEAT TYPICAL

2x- P.T. WOOD BLOCKING TYPICAL

FACE BRICK VENEER

PRECAST CONC. LINTEL BLOCK W/
CONT. #5 FILLED W/ CONC.

BITUMINOUS WATERPROOF
COATING ON EXTERIOR
FACE OF CMU WALL TYP.

FLASHING/
COUNTERFLASHING BY
ROOFING MANUFACTURER

STANDING SEAM METAL ROOF
SYSTEM OVER 30# FELT ON 1 12"
RIGID INSULATION & 1 12" METAL
DECKING

A4.0

1

A4.0

3

PAINTED STEEL TUBE BEAM
BEYOND

BRICK SOLDIER COURSE TYPICAL
@ OPENING HEAD

ALUMINUM STOREFRONT
SYSTEM BEYOND

VESTIBULE
100

ALUMINUM BREAKMETAL @ JAMB
BY STOREFRONT MANUFACTURER

A2.0

5

1 12" Ø PAINTED STEEL HANDRAIL SET IN
CONC. W/ NON-SHRINK GROUT

(4) TREADS @ 11" = 3'-8"

ABRASIVE STAIR NOSING.
SEE SPECS, TYP.

1" TYP.
C.I.P. CONC. WALL
BEYOND W/ RUBBED/
EPOXY PAINT FINISH.

(5
) R

IS
E

R
S

 @
 7

" =
2'

-1
0"

4" CONC.
SLAB REINF. W/
6x6 10

10 WWF ON MIN. 6 MIL.
VAPOR BARRIER &
POROUS FILL

B.U. ROOF SYSTEM
OVER TAPERED
RIGID INSULATION
TYPICAL

1 12" METAL
DECKING, TYP.

STEEL BAR JOIST
SEE STRUCTURAL
PAINT ALL
EXPOSED
STRUCTURE
TYPICAL

8x8x16 CMU W/
HORIZ. REINF. /
BRICK TIES @ 16"
O.C. VERTICAL
TYPICAL

1 12" RIGID
INSULATION SEE
SPECS

MOISTURE BARRIER
SEE SPECS

C.I.P. REINF. CONC.
LINTIL W/ RUBBED
FINISH SEE
STRUCTURAL FOR
REINF.

EPOXY PAINTED
CMU BEYOND

FIRE
BAY
101

EPOXY PAINTED
CMU JAMB BEYOND

C.I.P. CONC. STEPS
TYPICAL SEE
STRUCTURAL FOR
REINF.

8" CONC. SLAB
REINF. W/ 6x6 10

10
WWF ON MIN. 6 MIL.
VAPOR BARRIER &
POROUS FILL

8x8x16" CMU W/
HORIZ REINF. @ 16"
O.C. VERTICAL FILL
CELLS W/ CONC.
TYPICAL

CONCRETE
FOOTING SEE
STRUCTURAL FOR
SIZE & REINF.

+428.17
F.F. FIRE BAY

+18'-0"
JOIST BEARING

+19'-0"
T.O. MASONRY

+9'-4"
B.O. CONC. LINTEL

1'
-0

"
8'

-8
"

8'
-8

"
8"

+425.33
F.F. EXISTING
FIRE STATION

2'
-1

0"

OPP

OPP


